INDEX OF SHEETS GENERAL NOTES: TOTAL BILL OF MATERIAL

S General Plan and Elsvarion 1. All structural steel shall be AASHIO M270 Grade 50, unless otherwise nofed. ITEM DESCRIPTION UNIT TOTAL
) e ) o — o PN . Porous Granular Embankmenl (Special) Cy. rd. 320
S2. General Notes, Bill of Malerials and Index of Sheets 2. No field welding is permiited, except as specified in the confract documents. Protective Coar So. Yd 350
Concrete _Removal Cu. Yd. L7
0t i nd Elevation 3 eir eme s shall confo . » reauirements of AS AT706 G — G :
S3. Partial Plan and Elevation I 3. Au.’/7f§)f(,u;’7’.‘?/g bafo' shall conform to the requirements of ASTM A706 Gr. 60. Concrele Shruciures Rz 87
_ _ X See special Frovisions. Shear Stud Connectors Each 5
S4. Enlarged Partial Plon and Elevation I Reinforcement Bars, Epoxy Coared Pound 12,710
4. All reinforcement bars shall be epoxy codted. Geocomposite Wall Drain Sa. vd 530
= inf Y an Elavati =2 2 welll . 3 £
S5. Enlarged Partial Plan and Efevation 111 , _ A ‘ Driling_and_Setting Soldier Piles (In_Soil) Cu. Ff. | 3753
5. Plan dimensions and details relative to existing plans are subject fo nominal Unireaied Timber Lagging Sq. Ff 5855
S6.  Enlarged Fartial Plan and Elevation 1V construction variations. The Contactor shall field verify existing dimensions Furnish_Soldier Files (W _Section) Foot 145
‘ and details uffecr/‘ng new cons LeC/ion andv maki necess 4 GPDwa@d a@gs/mmm Pipe Underdrains For Structures, 4" Foot 418
S7.  Soldier File Retaining Wall Details prior to construction or ordering of materials. Such variagtions shall not be cause Concrete Guifer (Special) Fool 393
for additional compensation for a change in scope of the work, however, the " Guardrail Remaval Attached to Structure Foof 17
S8, Soldier File Information and CIF Bill of Marerials Contractor will be paid for the quantity actually furnished at the unit price bid =
for the work.
S9.  Soil Boring Logs
6. Staged construction shall be utilized to maintain traffic ot all times.
7. Reinforcing bars shall be lapped a minimum as shown on the plans where splices
oceur.
. o o e Concrete Gutter Varies
8. Shear stud connectors shall be 3/4" diameter x 6" granular or flux filled headed CEI 3 Min., 27 7hY Max.)
Varies studs automatically end welded to the front flange in the fleld. ‘
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Max.) S éff 9. Profective Coat shall be appiied to all exposed surfaces of the wall and shall | N g:)&h[nc/udec/ //ZHHJY/J’@/W_ ;
: S o , o i . ’ o
VS extend 17-0" minimum below finished grade. #6 Tle Bar at 24" Cts. = Tor Concrete Gutter (Special).
i NES o)
= ; . . i A 3 ANELY P
I < 10. Al construction joints shall be bonded. =3 :
] u H CIP Concrete
I — 11 All exposed edges shall have a 3/4" chamfer, except as shown olherwise. Chamiers Lxisting Comcre?ex ! . Facing
~ . N P 1 " PN | L i W,
i 3 on vertical surfaces shall be continued a minimum of 1-0" below finished ground level. Retalning Wall " ! Shear Stud
(o] . 1 . e ST
I = . . 18 Crldiar D ! < P b © o (Typ.)
I % 12. The cost of cutting off any piling in excess of that needed shall be included in wig 7?/5/8/ File—__ \ RS
P PYrTS . ) . " with Fr N - N
I the cost of 'Drilling and Sefting Soldier Plles.’ with Unfreated ‘
X o Timber Lagging ! (}‘
1
Sawcut Fdges ] Zbl 13. Dr///mrg G/’l(] Semgg Qf s/c/ﬂ/er ilh/ss will ffequ/re d/r///,'ng ;{w‘oug_h layers 0// :(mc// Gﬂ/d Porous Granular —. ! =
r el refer 0gs h temporary dri 5 rilling siu - P N / } ) )
of Removal Area I 5 gravel; refer fo boring ogs. The use of temporary drill casings or dri /+y slurry Embankment Goo- Composite Wall Droin
(Typ.) ** I = may be required to keep holes open prior fo piacement of the concrete ar no B Ja (Typ BG;V/OGU Soldier Piles)
, i additional cost fo the contract. Refer fo Special Provisions "Drilled Soldier Pile Walls.” - l s e
I 8 A
I 4. The cost for removal and disposal of portion of the existing retaining wall footing to =14 ‘o o
I accomodate installation of the pile shall be included in the pay item for "Drilling and ]
1 “'_ B Setting Soldier Piles (In Soif)." Q
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I 5. The cost of any tree triming/pruning to accomodate installation of the piles shall be
~ s - iy

included in the pay ifem for Drilling and Sctting Soldier Piles (In So

CONCRETE GUTTER (SPECIA

The Contractor is responsible for the design and performance of the lagging using no
less than a 3" nominal rough-sawn thickness and timber with an allowable bending
stress of 1000 psi.
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Cost Included in Pay Ifem
for Concrete Removal.

M
Note:

Concrete removal of existing
retaining wall to be performed

only at locations where leaning
¢ of the existing wall interferes
) Shart with Pile/Shaft installation ¢

W18 Pile — directed by the Resident Engineer.
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be n;yqu/}"cd gf approximately 207
PARTIAL DEMOL .[T.[ON OF EX]STING WALL or pile focarions.
TO ACCOMMODATE PILE [OCATION
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